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REFERENCE NOTES

Dimensions in inches. Reference drawing; do not scale.

Source: Kaydon Catalogue 390; dimensions p74—75; load ratings p74.
Do 26.700 in - di 18.500 in - H 2.500 in.

KAYDON KH-225P — Product page | MERYDOM

Rolling-element arrangement: Balls + separators (schematic)

.750 MIN FULL THREAD
EQUALLY SPACED

«— (418.500 +.050

20.500

Locating pilot: .250 MIN at both ends
Clearance for .040 MAX mating fillet

LOAD CAPACITY

KAYDON KH-225P — Catalogue load ratings

Capacity Axial (Ibs) Moment (ft-bs)
Dynamic 40,000 30,500
Intermittent 115,200 56,000

Dynamic L10: based on one million revolutions.
Values do not apply simultaneously.
Intermittent ratings are individual limits for

intermittent loading and rotation.

Original Kaydon KH ratings - Catalogue 390, p74

Shared size ratings for geared and non-geared variants.

Apply the catalogue operating conditions above.

MERYDOM

BEARING SECTION

KH-225P

REFERENCE: KAYDON / KH

in - NTS - REV 1.0 - SHEET 1/1



https://rotnex.com/products/slewing-bearing-replacements/kaydon/kh-225p/

