
BEARING SECTION LOAD CAPACITY

2.205 ±.040
(1.811)

(1.811)

(1.103)

Ø30.870

Ø29.140 REF

Ø26.130

Ø24.970

Ø27.490

Ø29.220 REF

Ø32.250

Ø33.390

18 × Ø.688 THROUGH
EQUALLY SPACED

15 × Ø.688 THROUGH
EQUALLY SPACED

R.090 MAX

.470 ±.040

.470 ±.040

R.090 MAX

KAYDON RK6-29P1Z — Load capacity curve
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Original Kaydon RK series vector chart · Catalogue 390

Series reference: RK6-29.

Normal operation and installation conditions apply.

REFERENCE NOTES

Dimensions in inches. Reference drawing; do not scale.

Source: Kaydon Catalogue 390; dimensions p50; load chart p53.

Do 33.390 in · di 24.970 in · H 2.205 in · Crm 54,200 ft-lbs.
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MERYDOM
BEARING SECTION

RK6-29P1Z

REFERENCE: KAYDON / RK

in · NTS · REV 1.0 · SHEET 1/1

Rolling-element arrangement: Load balls + spacer balls (schematic)

https://rotnex.com/products/slewing-bearing-replacements/kaydon/rk6-29p1z/

