BEARING SECTION LOAD CAPACITY

Rothe Erde 060.45.0805.001.11.1504

< @807 Static boundary load curves
P IS Race — Bolts 10.9
< @805 600
| @714 500
o «@26.0» |l @662— — 2E 40
=X
v | 22 300
A T é OE.)
o
A A I &g 200
100
0
0 200 400 600 800 1000 1200 1400 1600 1800 2000 2200 2400 2600 2800 3000
Axial load (kN)
o o » o Utilization period — 30,000 revolutions
o o Race
900
800
700
o~
o £E 600
| \ 4 o< 500
| £ g
vV Vv | Sg 400
| A eg 300
200
“226.0” 100
< @803 0
0 200 400 600 800 1000 1200 1400 1600 1800 2000 2200 2400 2600 2800
< 896 Axial load (kN)
P @948 Raceway read-off loads require application factors: static fstat; utilization fL.

See source Table1, printed page61. Curve parameter:30,000 full-load rotations.

Application-specific factors are not selected here.

REFERENCE NOTES MERYDOM

Dimensions in mm. Reference drawing; do not scale.

, : Single-row four-point ball bearing
Source: Rothe Erde EN1225; dimensions p60; load chart p60.

Da948; Di662; DL805; 0O807; U803; H99; H1/H2=90; Ho/Hu=9; La896/Li714; both30x@26.0 through; matching boltM24; untoleranced machined diameters<1000:+2.5mm 060 45 0805 001 1 1 1 504
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